SONY
Portable CD Player

Operating Instructions

As registered trademarks of Sony Corporation.

Using the CD Player

Power Sources

To use the batteries (not supplied)
- If SME-45F or SME-47F is used, the battery can be charged up to 4 times.
- For customers who purchased this product in the USA
- For customers who purchased this product in the USA

Battery life (approx. hours)

Playing a CD

To find the beginning of the previous/current/next/AMS*/search function

- Press and hold SOUND/AVLS.

* Automatic Volume Limiter System

Troubleshooting

Points of the LED indications

- Press and hold OPEN to open the player lid and open the

- Do not mix new batteries with old ones.
- Do not carry the batteries with coins or other metallic

Precautions

- Never insert the cord end of the car connecting pack

Specifications

- This product conforms to the JEITA standards.
- This product is subject to change without notice.
- Design and specifications are subject to change without

Installing in a Car

Connection

- For customers who purchased this product in the USA

Notes

- The volume does not increase even if you press VOL +

- Turn-off the CD player and remove the ignition key.
- Replace the plug end by turning it clockwise.
- Remove the cigarette lighter fuse from the power supply.
- Insert a new fuse into the car cigarette lighter base.
- Replace the plug end by turning it counterclockwise.
- Remove the remote control from the car.
- Install the CD player so that it will not interfere with

- Before attaching, be sure to turn off the ignition key.
- Pinch-Hole:Press and hold the CD player on the side with the supplied touchpads.
- When a Philips disc and a CD player are connected, the

Specifications

- The following are the specifications of the CD player.
- The following are the specifications of the CD player.

- Upon the occurrence of a battery failure, use the CD

Notes

- Do not insert the CD player in a location which

- No indication (normal play)

- The volume does not increase even if you press VOL +

- Turn-off the CD player and remove the ignition key.
- Replace the plug end by turning it clockwise.
- Remove the cigarette lighter fuse from the power supply.
- Insert a new fuse into the car cigarette lighter base.
- Replace the plug end by turning it counterclockwise.
- Remove the remote control from the car.
- Install the CD player so that it will not interfere with

- Before attaching, be sure to turn off the ignition key.
- Pinch-Hole:Press and hold the CD player on the side with the supplied touchpads.
- When a Philips disc and a CD player are connected, the

Specifications

- The following are the specifications of the CD player.
- The following are the specifications of the CD player.

- Upon the occurrence of a battery failure, use the CD

Notes

- Do not insert the CD player in a location which

- No indication (normal play)

- The volume does not increase even if you press VOL +

- Turn-off the CD player and remove the ignition key.
- Replace the plug end by turning it clockwise.
- Remove the cigarette lighter fuse from the power supply.
- Insert a new fuse into the car cigarette lighter base.
- Replace the plug end by turning it counterclockwise.
- Remove the remote control from the car.
- Install the CD player so that it will not interfere with

- Before attaching, be sure to turn off the ignition key.
- Pinch-Hole:Press and hold the CD player on the side with the supplied touchpads.
- When a Philips disc and a CD player are connected, the